FEQUIPMENT LISTS | PROJECT DESCRIPTION

A, EQUIPMENT 70 BE SUPPLIED BY S.H.A. AND INSTALLED BY B. EGUIPMENT TG BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
THE CONTRACTOR, I, GENERAL
ITEM ITEM This project involves the recenstruction of the traffic controlsignal et the intersections
NG, GQUANTITY DESCRIPTION NO, QUANTITY DESCRIPTION of MD 122 and Lord Baltimore Dr., MD 122 and Belmont Ave., and MD 122 and the
-685 outer off ramp. Interconnect cable shallbe installed dlong MD 122 (Security Bivd.)
9000  1EA Detector rack retrofit, 1001 2 FA. Maintenance of traffic. east from Rolling Rd. to the 1-695 off ramp in Baliimore County.
002 22 EA Four-channef-rack mounted amplifiers. 2003 A8 C.Y. Class 2 Excavation. MD 122 (Security Bivd.) is assumed to run in an east-west direction.
9003 3 EA Detector panel. 2004 8 C.Y. Test pit excavation,
H. INTERSECTION OPERATION
9004 5 EA Detector rack power supply. 5004 300 L.F. 24" white heat applied permanent preformed
thermoplastic pavement markings. A. MD 122 and Roliing Road.
9086 3 EA Cabinet w/telemetry (system cab) size § base
mounted cabinet, 5003 100 L.F, Monolithic concrete median 4 feet (Type A-1) 1. The intersection operation shallremain in an eight-phase, fully-traffic-actuated mode

with exclusive left turns for alt approaches. Sampling stations shallbe provided for the
9087 3 EA Controlier ASC I with telemetry. 8004 1800 S.F. 4 inch conceret sidewalk. northbound and southbound approaches on Rolling Rd. and eastbound approach

on MD 122.
Qosg 1TEA Controller, master ASC 10,000 w/ telemetry. 850072 1 EA, Adiust and re-ring exiting span wire.

2. The existing controller in a base mounted cabinet shall be retro-fitted with six (8) four-

Q089  306.5 S, Fiat sheet aluminum sign (white) consisting of : 2005 3 LA Delivery of the controller and cabinet to SHA. channelrack mounted ampifiers, detector peneland detector rack power supply. A
master controller unit shallbe installed into the existing cabinet.

g EA. R3-5 (L) "LEFT ONLY™, (30" x 36"} 2010 100 EA. Furnish and install 12 signalhead section.
mast arm mounted sign with hardware. B. MD 122 and Lord Baltimore Dr.
{018 6 EA. Furnish and install 8" signaihead section.
72 EA R3-UR) "NO RIGHT TURN', (30" x 30 1. The intersection operation shallremain in a six-phase, fully-traffic-actuated mode with
mast arm  mounted sign with hardware. 8020 1EA. Furnish and installmast arm pole and 38' mast arm, exclusive left turns for MD 122. Lord Baltimore Dr. and the entrance to the mall shall
{(Note: four- /4" x 80, operate together. Sampling stations shalibe provided for both the eastbound and
2 EA. R3-3(2) "NO LEFTor U TURN", (30" x 30" westbound approaches on MD 122,
mast arm mounted sign with hardware. 8021 2 FA Furnish and installmast arm pole and 50'mast arm,
{(Note: four - 134" x  90). 2. A full-troffic-actuated, eight-phase controller with six (8) four-channetrack mounted
Shield assernbly signs: amplifiers, detector panel, and detector rack power supply with allnecessary equipment
8022 3 EA, Furnish and installmast arm pele and 60" mast arm, and their harnesses housed in a NEMA size "6" base-mounted cabinet shallbe installed
(36" x 75" pole mounted with hardware. (Note: four - 2" x 90'™. at this intersection.
3 EA  “EAST, MD 122, RIGHT ARRCW"
5 EA  UWEST, MD 122, LEFT ARROW" 8023 3 EA Furnish and installmast arm pole and 70" mast arm, C. MD 122 and Belmont Blvd.
(Note: four - 2" x 90").
(30" x 51" pole mounted with hardware. 1. The intersection operation shallremain in o six-phase, fully-traffic-actuated mode with
5 EA. "EAST, MD 122, RIGHT ARROW! B985 1EA Furnish and instalimast arm pole and twin 80/50 exclusive left turns for MD 122. Belmont Ave. and the entrance to the malishall operate
3 EA. UWEST, MD 122, LEFT ARROW" mast arm  (Notes - ¥ % 90™ in a split phase. Sampling stations shaltbe provided for both eastbound and westbound

gpproaches on MO 122,

(36" x 75') ground mounted with hardware.
TEA. "EAST, MD 122, RIGHT ARROW"

83029 Furnish and install microloop probe set - 500 lead-in.

Z. A fuli-traffic-actucted, eighi-phase controller with seven (7} four-channeirack mounted

TEA "WEST, MD 122, LEFT ARROW! 8037 1EA. Remove ond dispose materiai and equipment per amplifiers, detector panels, and detector rack power supply with dll necessary equipment
assignment. and harnesses housed in g NEMA size "6" base-mounted cabinet shollbe insialled at this
Goeo 101 SF, Flat sheet aluminum sign (green’} consisting of: intersection.
8038 12 EA. Remove and dispose foundation 12" below grade.
4 EA. D3-2 Y Security BLVD", dualfaced sign, D. MD 122 and {-695 outer loop off ramp.
mast arm mounted (variable x 168" 8039 3 EA. Remove existing controller, cabinet and gaiv. structure.
1. The intersection operation shallremain in a three-phase, fully-traffic-actuated mode.
TEA. D3-2 ¥ Security BLVD' sign, mast arm 8040 90 L.F. Furnish and install 1 golvanized conduit riser. MD 122 approaches shalloperate together and the [-695 outer off-ramp shall operate
mounted (varicble x 16%). gione. Sampling stations shalibe provided for both eastbound and westbound approaches
8047 100 L.F. Furnish and install 2" polyvinly choride electrical conduit for MD 122,
2 EA BD3-Z " ARROW Helmont AVE / Belmont (Scheduie 807 trenched.

AVE ARROW" dudalfaced sign, mast arm 2. A full-traffic-actuated, eight-phase controller with three (3) four-channelrack mounted

mounted ( variable x 16"). 8044 Furnish and install 3" polyvinyl choride electrical conduit amplifiers, detector rack power supply with dlinecessary equipment and harnesses housed
(Schedule 80) trenched. in a NEMA size "6" base-mounted cabinet shallbe installed at this intersection.
2 EA. D3-2 " ARROW Lord Baltimore DR / Lord
Baltimore DR ARROW" dual faced sign, 8048 Furnish and install 4" polyvinyl choride electrical conduit ll. SPECIAL NOTES:

mast arm mounted ( variagble x  168"). {Schedule 80) trenched.

1. Upon completion of this project, the Contractor shdllnotify Mr. Robert Snyder ot (410)
8049 48 C.Y. Furnish and install concrete foundation. 787-7831 10 arrange for the phone fine instaligtion. The Contractor is to provide Mr.
Robert Snyder with the nearest street address, zip code and phone numbear.

RO51 30 LF. Furnish and installwood post 4" x &'
2. Allfieid wiring to the existing controller cabinets shallbe terminated to the appropriate
5052 1200 L.F. Furnish and instaliNo. & AW.G. stranded bare copper controller cabinet connectors by the contractor and labled. All other controlier wiring shall
ground wire. be preformed by the S.H.A. Signal Shop. Contact Mr. Ed Rodenhizer at 410-787-7650,

seventy-two (72) heurs in advance of intended work.
8053 Furnish and install 1" electrical conduit galvanized sleeve.
8056 Furnish and install 4" polyvinyl choride electrical conduit
(Schedule 803 bored.

8060 Furnish and install 1" ligquid tight flexible non-metallic
conduit for detector sleeve.

8061 Furnish and instafl electrical cable 1 conductor No.4
AW.G. - THHN/THWN.

2063 Furnish end install electricat handhole.

2065 Install ground mounted sign.

8066 Install overnead sign.

3068 Furnish and instali12 pair communication cable, jellyfilled

(underground?,
3071 13 FA. Furnish and installground rod (374" dia. x 10" fength).
BO72 3 EA. Furnish and insiall control and disiribution equipment GENERAL IMFORMATION SHEET
(120/240 v, 1phase, 3 wire system). .
8073 9300 L.F. Furnish and install Z-conductor electricai cable (No. 14 f -
en cna nstall 2-oendi .F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
i 2 » »
BO78 2640 L.F. Furnish and install 5-conductor electrical cable (No. 14 ) Offlce Of TrfoIC & SGfEfy
ANG. J TRAFFIC ENGINEERING DESIGN DIVISION
-2 8077 :\uvi;}ngfz and install 7-conductor electrical cable (No. 14 < M D | ’] 2 2 ( S Z C U R l T Y | B L \/ D 6 > F F\) O M
o | o B ROLLING ROAD TO 1695 OFF RAMP
3078 Fur‘msh and installlocop wire encased in flexible . ]
tubing (No. 14 AW.G.). | STREET TRAFFIC STUDIES,(TD. | DRAWN Bys __MILESKY COUNTY: __ BALTIMORE TS NO.
. . . 400 Craln Hwy, NW. . RRZ Gl-1 SHEET NO.
8079 Furnish and instali sawcut for signalloop detector. Glen Burnle.MD 2106/ | CHECK BY: LOG wmag: 00.00 TO 00.47 i 7 g
bi | Ph (410) 590-6500 DATE: 04704700 F AP, NO, TIMS. NO, 3| =
8084 3 EA Instali controller and cabinet - base mounted. P_qukzgc,_wg,f“ (410) 590-6637 SCALE: NVA | sH.a NO, _XX1005885 D670 OF | &




